
Grey Water Filter Installation lightin 

  

The filter is mounted on a flat, load-bearing, frost-resistant 

surface, such as gravel bed or cast concrete slab. The filter 

must be horizontal in both the longitudinal and transverse 

directions, so that wastewater flows smoothly using any 

cleaning surface area of filter material. 

  

Placing 

 

Biolan Grey Water Filter light placed above ground or 

partially submerged in the ground. The filter is placed in a 

place where there is no accumulation of standing water, say, 

during flood periods. The filter can be installed outdoors 

without weather protection. In winter operation, the device 

must be installed in a place where the temperature stays 

above zero. If it freezes it will not damage the unit but it 

won’t function as there will be no flow. 

 

Investment in residential buildings to 

 

If the filter is installed indoors or residential building directly 

(eg, below the terrace), the design should take into account 

the filter changing procedure from above. 

 

Air Circulation 

  

The filter function based on the activities of 

microorganisms. Live micro-organisms need oxygen, so the 

filter must ventilated. Ventilation module comes with two T-branches, which allow 

ventilation. Efficient natural air circulation is a prerequisite for the supply air and exhaust 

air in height (bottom-up) and the potential temperature differences (hot and cold 

temperatures). 

  

Wastewater management of the filter 
 

Sewers installing the required gradient (at least 1-1.5%), so that the waste water flows 

freely drain output of the house at the discharge point. The module has the inlet and outlet 

of 75 mm drain pipes. Inlet pipe is located in the module at the top and an outlet at the 

bottom. The modules can be connected two in parallel. 

 

Serial connection 

  

The building incoming sewer pipe connected to the first module. The module is connected 

to pipe the output of the second module to the inlet connection. The second module of 

water is normally passed into the unloading point. 

 

Sewage pumping the filter 
 

Operation of the pump shall be time-with timer, so that a single driving cycle, the pump 

will filter up to 20 liters of waste water. If the system consists of only one module, the 

recommended pumping rate of 10 liters. Biolan Timer, Submersible Pump and Pumping 

wells are available as optional accessories. 

  



The point of discharge 
 

The purified waste water into a suitable discharge point, such as a stone soakaway. or an 

open ditch if regulations allow. The design should be noted that the point of discharge is 

higher than the highest water level in the ditch. Some precaution should taken to prevent 

rodent from entering the system for the outlet. 

  

Putting in place the filter media 
  

The filter material comes in packed bags. The filter material of the bag is divided into 

boxes.  Spread evenly by tapping gently in the box. The filter material should be added to 

the tray when the surface is about 2 inches below the edge of the tray. Finally, the filter 

material is pushed 5cm to the rear of the tray to allow the liquid from above to collect here 

before it goes through the media in the tray. 


